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Detailed Speci�cations

Pixel Resolution 3840 x 2160

120HzRefresh Rate

Features
UHD 3840 x 2160 Resolution
AquoMotion 480 Technology
10,000,000:1 Dynamic Contrast Ratio
Built-In Wi-Fi & Ethernet Connectivity

Video System ATSC, NTSC, QAM

Screen Size 69.5"

Aspect Ratio 16:9

70” Sharp Aquos 4K UHD Smart TV

Panel Type LED LCD

Dynamic Contrast Ratio 10,000,000:1 

TV Scan Lines Up to 3840

YesTV Tuner

I/O 1x RS-232C Control In/Out
3x USB Audio/Video/Photo In
4x HDMI Audio/Video In
1x RF Antenna In
1x RCA Component Video In
1x RCA Composite Video In
2x RCA Stereo (L/R) Audio In
1x RCA Stereo (L/R) Audio Out
1x TOSLINK Audio Out
1x Ethernet LAN In/Out

Sound Stereo, Subwoofer

Built-inWi-Fi

Power 35 W

Wall Mounting 400 x 400mm

110-240 VAC, 50/60 HzPower Requirements

82.7 lbs (Without Stand)
84.9 lbs (With Stand)

Weight

Dimensions (WxHxD) 61.4 x 35.2 x 2.7" (Without Stand)
61.4 x 37.0 x 13.8" (With Stand)

4 x HDMI / 3 x USB

Mfr Part No.  LC-70UD27U

Enjoy detailed 4K content and enhanced audio with the silver
Sharp AQUOS LC-70UD27U 70" Class 4K Smart LED TV. The TV's 70"
class screen has an edge-lit LED backlight for displaying bright and
vibrant images, and a 10,000,000:1 dynamic contrast ratio, which
showcases the display's ability to handle light and dark on-screen
content. Integrated AquoMotion 480 technology utilizes the TV's
120 Hz refresh rate to reduce distortion on fast moving images
such as action movies and sporting events. With a native
resolution of 3840 x 2160, you can view ultra HD (UHD) images
without pixel-loss. 

Ethernet and Wi-Fi are both built-in for Internet connectivity. With
four HDMI and three USB ports, you can connect multiple audio
and video sources. 
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