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• 4K ultra HD resolution delivering the 
highest detail and image quality

• Simple signage with built in USB me-
dia player

• Synchronized playback on multiple 
displays via USB and LAN

• Extensive connectivity features. 
4K/60p video input signals via 2 x 
HDMI. Supports CEC over HDMI® for 
power on/off
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Screen Size 75-inch

Panel Type IPS/Edge LED

Aspect Ratio 16:9

Effective Display Area (H x W) 36.5” x 64.9”

Resolution 3840 x 2160

Contrast Ratio 1200:1

Brightness (Typ) 350 cd/m²

Response Time (G to G) 8 ms (G to G)

Viewing Angle (Horizontal/Vertical) 178°/178° (CR≥10)

Built-in Speaker 20W [10W + 10W]

Power Consumption 296 W

Power Requirements 110–127 V AC, 50/60 Hz, 220–240 V AC, 
50/60 Hz

Dimensions (W x H x D) 66.2” x 37.8” x 2.9”

Weight Approx. 123.5 lbs.

Specifications are subject to change without notice © Rentex, Inc. 110 Shawmut Road Unit 8 Canton, MA 02021

4K LCD Professional Display

The Panasonic TH-75EQ1 4K LCD Professional Display features a thin and stylish 
design offering high-quality digital signage with easy installation and high 
connectivity. The 4K Ultra HD resolution panels deliver the highest level of detail 
and picture quality, producing clear, natural images with enhanced color. The 
TH-75EQ1 features a built-in USB media player that enables 4K video, still-image 
and full HD content playback without needing external cables or a set-up box. 
It also offers an extensive range of connectivity features. 4K/60p video input 
signals via 2 x HDMI. Supports CEC over HDMI for power on/off synchronized to 
playback control. input. 


