
PANASONIC AG-CX350

4K CAMCORDER
The Panasonic AG-CX350 4K Camcorder features a 1ʺ MOS 

sensor recording in UHD resolution (3840 x 2160), in the MOV 
format using a variety of data rates including 400 Mb/s, as well as 

in HEVC at up to 200 Mb/s. The camcorder can also record HD in 
MOV, as well as HD/SD in AVCHD format for legacy productions. 

You can choose from eight different gamma settings including 
HLG, which provides an HDR output in the camera. It also features 

variable frame rate capability from 1 to 60 fps in UHD and 1 to 120 
fps in HD. Recording is to dual SD card slots, which provides for 

simultaneous, relay, and background recording.
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RENTEX PRODUCT NO:
DIMENSIONS WxHxD:

WEIGHT:

CAM2300
7.09” X 6.81” X 12.24”
4.2 lbs.

UHD 4K, 1080P, 
VARIABLE FRAME RATE

20X OPTICAL, 32X 
INTELLIGENT ZOOM

2X MEDIA CARD SLOT, 
HLG RECORDING

1’’ MOS 
SENSOR



Features

Panasonic AG-CX350 Spec Sheet from Rentex

Rentex No. CAM2300
Mfr No. AG-CX350

• UHD 4K, 1080p, Variable Frame Rate

• 1” MOS Sensor

• 20x Optical, 32x Intelligent Zoom

• 2 x Media Card Slot, HLG Recording

24/7/365 Sales & Technical Support
(800) 545.2313 www.rentex.com

www.rentex.com
(800) 545.2313

Image Sensor 1-Chip 1” MOS Sensor

Sensor Resolution 5170 x 2908 (15.00 MP)

Focal Length 8.8 to 176mm

Shutter Speed 1/2 to 1/10,000 sec

Video Connectors
1 x BNC (3G-SDI) Output
1 x HDMI Output
1 x 1/8” (3.5 mm) TRRS A/V (Composite) Output

Audio Connectors 2 x 3-Pin XLR Input
1 x 1/8” / 3.5 mm Stereo Headphone Output

Display Type LCD

Display Screen Size 3.2”

Power Connectors 1 x Barrel (12 VDC) Input

Power Consumption 17 W

Operating Temperature 32 to 104°F / 0 to 40°C

Dimensions 7.09 x 6.81 x 12.24” / 180 x 173 x 311 mm (Without 
Protrusions)

Weight 4.2 lb / 1.9 kg

Specifications are subject to change without notice © Rentex, Inc. 110 Shawmut Road Unit 8 Canton, MA 02021

4K Camcorder

The Panasonic AG-CX350 4K Camcorder features a 1” MOS sensor recording in 
UHD resolution (3840 x 2160), in the MOV format using a variety of data rates 
including 400 Mb/s, as well as in HEVC at up to 200 Mb/s. The camcorder can 
also record HD in MOV, as well as HD/SD in AVCHD format for legacy produc-
tions. You can choose from eight different gamma settings including HLG, which 
provides an HDR output in the camera. It also features variable frame rate 
capability from 1 to 60 fps in UHD and 1 to 120 fps in HD. Recording is to dual SD 
card slots, which provides for simultaneous, relay, and background recording.

     What’s in the Case?
• Panasonic AG-CX350 4K Cam-

corder
• Charger for Pana AG-CX350
• Panasonic AGVBR59 Camcorder 

Battery
• P/S for Pana AG-DVX200/AG-

CX350
• Cartoni Focus 8 Fluid Head
• QRP: Cartoni Focus 8
• Pan arm: Cartoni Focus 8
• Cartoni 75mm Tripod
• Cartoni M/L Spreader
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