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•	 Apple MFi (Made for iPhone/iPod/
iPad) Certified for direct connection to 
any iOS device without the need for 
any additional adapters or connection 
kits

•	 Cardioid Polar Pattern

•	 20Hz-20KHz Frequency Response

•	 130 dB Max SPL

•	 3 DSP Preset Modes (Vocals, Flat, 
Instrument)
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DSP Modes (Presets) Voice/Instrument/Flat

Type Electret condenser (16 mm)

Polar Pattern Unidirectional (cardioid)

A/D Converter Up to 24-bit/48 kHz

Frequency Response 20 Hz to 20,000 Hz

Adjustable Gain Range 0 to +36 dB

Sensitivity -40 dBFS/Pa at 1 kHz

at Minimum Gain, Flat Mode 1 Pa=94 SPL

Maximum SPL 130 dB SPL

Headphone Output 3.5 mm (1/8”)

Power Requirements Powered through USB or Lightning 
connector

Microphone Mute Yes

Net Weight Without Mounting Stand 90 g (3.2 oz)

With Mounting Stand 160 g (5.6 oz)

Dimensions Without Mounting Stand 66 × 67 × 65 mm (H × W × D)

With Mounting Stand 89 × 142 × 97 mm (H × W × D)
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Digital USB Condenser Microphone 

The MOTIV MV5 Digital condenser microphone delivers convenient, high-quality 
plug and play audio capture for Mac, PC, iPhone, iPod, iPad and Android 
devices. Featuring three onboard DSP presets (Vocals, Flat, Instrument) that 
ensure optimal settings for capturing virtually any sound source. Ideal for 
everything from music to podcasting to video chats. The MV5 also includes an 
integrated headphone output for real time monitoring. Tested to the same 
rigorous quality standards as all Shure products, a low-profile, retro-inspired 
industrial design is optimized for portable applications.


